




ROPS / FOPS Certified Canopy / Cab
Forged and attached at the Kubota factory, both the 
Roll-Over Protective Structure (ROPS) and Falling Object 
Protective Structure (FOPS) meet the applicable ISO, SAE 
and OSHA standards

Transportation Tie Downs
With an overall height below 98”, the R630 slips easily 
under road bridges when transporting between job sites. 
Six tie-down points and an articulation lock  allow simple  
attachment to a trailer  for secure transportation.

Mirrors and Lighting
Mirrors come standard on canopy and cab models. Boom 
mounted front lights, turn signals, emergency flashers, 
and tail lights are standard equipment for all models. Cab 
models include cab mounted work lights. Canopy 
mounted work lights are optional as are rear working 
lights. All are indicators of Kubota’s emphasis on operator 
visibility on the job site.

 



 

 

Kubota Original Tier 4 Final Engine
The R630 is powered by a robust 61.2 HP diesel engine. 
Built by Kubota, this reliable engine features low noise, 
low vibration, and low fuel consumption. Many of our 
competitors do not build their own wheel loaders nor use 
their own engines. 

Common Rail Fuel System

Automatic Regeneration
Kubota’s original automatic regeneration system 
automatically burns accumulated particulate matter (soot) in
the DPF muffler to keep it clean. For operational reasons
regeneration can be turned off and manually accomplished
at a more appropriate time.

The Common Rail System electronically controls the fuel
injection timing and amount in stages rather than all at
once for optimal combustion. The results are great
efficiency, better fuel economy and less engine noise. Its
combination with the Exhaust Gas Recirculation (EGR)
and Diesel Particulate Filter (DPF) Muffler reduces emissions
to make the R630 Tier IV Final compliant.



 

 

 

Easy to Service
Servicing the Kubota R630 is a snap, helping to reduce 
downtime  and letting you get back to work as quickly as 
possible. The engine bonnet at the rear opens wide, 
providing quick and easy access to the machine’s main 
service areas. 

Right Side Access Panel
Conveniently located behind a locking panel, the right 
side access panel provides ground level access to electri-
cal components for inspection.

Fuel Fill Port, Refueling Assistant
The R630 locking cap  is conveniently located at hip level 
and easy to access , even when trailer mounted.
When refueling, simply press the refueling signal button 
located next to the fuel fill port. To monitor the progress. 
The beeping signal accelerates as the fuel approaches full 
and thus avoid spillage.

Left Side Access Panel
Quick open panels provide easy access to daily 
inspections items like the maintenance free battery and a 
storage area.




